DATE:

EXISTING SIDEWALK

REVISION

LANDSCAPING NOTES FOR ALL SHEETS

ALL CONTRACTORS WISHING TO SUBMIT BIDS FOR THIS
LANDSCAPING PROJECT SHALL BE RESPONSIBLE FOR FIELD
VERIFYING ALL CONDITIONS.

SET CROWN OF ROCTBALL
AT FINIBH GRADE. REMOVE
ALL POTS AND CONTAINERS.
ROUGHEN EDGES OF HOLE
PRIOR TO PLANTING.

PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING
PROPERTIES. PROVIDE BARRICADES, COVERINGS OR OTHER TYPE
OF PROTECTION AS NECESSARY TO PREVENT DAMAGE AND TO

BREAK UP ROOT SAFEGUARD AGAINST INJURY TO EXISTING UTILITIES.

BALL OR 8CORE WATH
A KNIFE TO ENSURE
ROOT DEVELOPMENT,

BACKFILL AROUND
PLANT WITH TOPSOIL
OR POTTING MIX iF

SPECIFIED.

DAMAGE THAT OCCURS TO PLANTS DURING TRANSPQRTATION AND
INSTALLATION WILL BE THE RESPONSIBILITY OF THE LANDSCAPE
CONTRACTOR.

PLANTING BEDS SHALL BE INSTALLED WITH 4-6" "RIP~RAP”
SIZED LANDSCAPE ROCK TO A DEPTH OF 4—6". 1" CRUSHED

& & © G

WATER IMMEDIATELY
AFTER PLANTING 19

BET ROOTBALL ON
UNDISTUREBED 2OIL..

{ ANDSCAPE CONTRACTOR THE SAME DAY THAT THE PLANTING
OCCURS. THE OWNER WILL BE RESPONSIBLE FOR PROVIOING
WATER FOR THIS TASK. IF WATER IS NOT AVAILABLE AT THE
BUILDING, THE LANDSCAPE CONTRACTOR SHALL PROVIOE
ALTERNATIVE METHODS FOR WATERING.

L ETeD, ROCK SHALL BE USED SPARINGLY TO FILL LARGE VOIDS BETWEEN
. - . THE RIP RAP. BENEATH THE ROCK, CONTRACTOR TO SUPPLY
—+# i AND PLACE COMMERCIAL GRADE LANDSCAPE FABRIC WITH A
DIAMETER MINIMUM THICKNESS OF 4 MIL.
| GALLON OR LARGER PERENNIAL OR SHRUB

@ IN ADDITION TO THE PLANTINGS AND RIP—RAP, 12 EA. BOULDERS
SHALL BE INSTALLED ALONG KAVANEY DRIVE. BOULDERS SHALL

SHRUB/PERENNIAL PLANTING DETAIL NTS RANGE IN SIZE BETWEEN 1.5 TO 3.5 IN DIAMETER.

TYPICAL FOR ALL SHRUBS AND PERENNIALS
‘ ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE

N

CONTRACTOR SHALL PROVIDE WRITTEN WARRANTIES CONFIRMING
THE FOLLOWING:

EXISTING  SIDEWALK

FURNISHED TREES AND SHRUBS GUARANTEED TO LIVE AND
REMAIN STRONG, VIGOROUS, AND HEALTHY CONDITION FOR ONE
YEAR FROM DATE LANDSCAPE INSTALLATION i{S ACCEPTED AS
COMPLETED.
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CONTRACTOR TO PROVIDE AND INSTALL AS PER MANUFACTURER'S
RECOMMENDATIONS:

©

PARKING LOT IMPROVEMENT

EXISTING BUILDING

DO NOT CUT LEADER.
PRUNE DAMAGED OR
DEAD wWOD IMMEDIATELY
PRIOR TO PLANTING, PAINT

ALL CUTS OVER I" DIA,

DOUBLE STRAND "2 GA. WIRE
WIRE ADAST TENSION BY
TWIBTING WIRE, ALLOW BOME
MOVEMENT OF TRINK 2-PLY
RUBBER HOSE OR EQUIVALENT

| ———————— TREE 6TRAP.

2" x 2" PAINTED STEEL OR
PRESSURE TREATED UWOOD
STAKES &' LONG, BURIED 18"
INTO UNDISTURBED $OIL.

MINTUM 2 PER TREE.
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PROTECTIVE TRINK ——————~_ |
BARRIER N
SET CROUWN OF ROOTBALL
AT FINIGH GRADE. UNTIE
_———— BURLAP FROM BASE OF

o L 8 TRUNK. TRIM AS
NECESSARY. ROUGHEN THE
EDGES OF HOLE BEFORE

ORGANIC WOOD MULEH  ————_ [, -
PLACED TO A DEFTH OF Iy 5 i
4% IN A MUTTLE RING AROWD  —THHIF i i
BOLITARY TREES i v -
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: 2 X BALL UNDISTURBED SO0 OR =) Je) LR
’ A—SiaETER 1 TaMP SUBGRADE TO 0% &on
PREVENT SETTLING. A= N
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) TYPICAL FOR ALL DECIDUOUS, SINGLE-TRUNK, TREES :3 2 - @0 S %
SYM. | COMMON NAME SCIENTIFIC NAME SIZE ONTY. Z 5 g2
i - Q
o | 55 | SPRING sNow Cras Malus x 'Spring Snow’ 7" Cal, 3 £ 2 A~
w . —
x I l ae]
Q1 s BUFFALO JUNIPER Juniperus sabina ‘Buffalo’ 2 Gallon 5 O
21 sv| saww wwieer Juniperus sabina 2 Gofion 1 <
5 | MC | MAGIC CARPET SPIREA Spiroea japonica Magic Corpet’ 2 Gallon 30 -
LP LITILE PRINCESS SRIREA Spiraea joponico 'Little Princess’ 2 Gallon 10 m EO g
W
A BLACK JACK STONECROP Sedum spectabile Black Jack’ 1 Gallon 18 bo ?:Odv 3]
B | s7ELLA 0 0RO DAMLILY Hemeracallis 'Stella d’ Oro’ 2 Galion 12 o S'E g 2
Q1 C | KARL FOERSTER GRASS Colamagrastis x acutifiora 1 Gallon 71 Z g % =i ;I): 5
Z | D | NEON STONECROP Sedum spectabile Neon' 1 Galien 18 O B E =R
E SUMMER PASTELS YARROW Achillea mitiefolium 'Summer Pastels’ 1 Gallon 5 g _‘a [ W) gc‘?) -
G LITTLE SPIRE RUSSIAN SAGE Perovskia Littie Spire’ 1 Galion 5 m = >~"U__ [£3 Qg
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